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Type Code 
 

The 9-digit serial code xxxxx.MMJJ is separated by a dot and the 5-digit article number xxxxx is listed on the filter card, which 
ensures that the filter apparatus can be reproduced. 
 
When using a list of characteristics, we recommend entering at least the 18-digit type code area “standard” with the first 5 
technical characteristics in a database; this enables a comparable filter apparatus with its filter element to be found quickly. 
The area “standard” is the construction platform on which the filter apparatus is based. 
 

standard  optional 

regene- 
ration 

model series filter element mounting material  connection 
system- 

extension 
ATEX fan ATEX 

CD 10 05 064/903-30 EZ  AN A X EX1 VR 540-096 EX2 
         

     

  

suction VR fan with radial air exhaust 
(radial housing) 
 suction VA fan with axial air exhaust (axial 
housing) 
power dates of the suction: m³/h at mmWS 

      device category 

     X system extension 
e.g. WH weather cowl, ZRS rotary valve 

      A connection of the filter apparatus (standard, ts-norm) 

     standard seawater-proof aluminium 
AN in-stream side (dirty air side) stainless steel 
AB out-stream side and in-stream side (clean air side and dirty air side) stainless steel 

    mounting with EZ welding ring 
mounting with FLF flange (FLF fixed flange, FLL loose flange, FLG divided loose flange, FLK conic flange,  
FLS special flange) 
mounting with EZFLF welding ring with fixed flange 
mounting with TR funnel 

   star filter or hose filter 
standard length, filter medium, number of folds see product sheet »PM-TS-01«« 

  series R:  01 01 02 03 05 07 10 13 25 

 A [mm] housing diameter:  100 160 200 300 530 730 1030 1300 2500 

number of filter elements of the respective series  1 1 1 3 9 15 30 45 90 
 housing height freely selectable, series: 1, 13, 25 are special models 

 model of the ts-systemfilter apparatus (see product sheet »PM filter« 
00 base filter apparatus 
01 top mounted cyclone filter apparatus 
05 cyclone product filter apparatus 
10 top mounted filter apparatus 
11 mixer filter apparatus  
12 small stand filter apparatus with sack 
13 small stand filter apparatus with pot 

20 stand filter apparatus with sack 
30 stand filter apparatus with pot 
40 stand filter apparatus with container 
50 product filter apparatus 
60 conic filter apparatus 
 

70  
80 top mounted filter apparatus for sack feeding 
95 product storage filter apparatus 
99 special construction of the filter apparatus 

 

regeneration of the ts-systemfilter apparatus 
C fully automatic regeneration with compressed air, »on-line-operation« [time control] 
CD fully automatic regeneration with compressed air, »on-line-operation [differential pressure control with measure line cleaning, 
 circuit pressure control NDM] optional 
F no regeneration (reservoir-, safety-, police-, storage filter) 
B mechanical semi-automatic regeneration by shaker motor, »off-line-operation« (storage filter with interruption for regeneration) 

 
 

ATEX 

for use in potentially explosive areas of category II (industry) 

device category 1 device category 2 device category 3 

EX1: 
dirty air side Ex-zone 20 

or 
dirty air side Ex-zone 0 

 

EX2: 
dirty air side Ex-zone 21 

or 
dirty air side Ex-zone 1 

 

EX3: 
dirty air side Ex-zone 22 

or 
dirty air side Ex-zone 2 

 
 


